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Components 

 

 
 
 
 
 
 
MX-EX Mother 12 
 
 
 
 
 
 
 
MX-EX Mother 8 

 
 
 
 
 
 
MX-EX Child 

 
 
 
 
 
 
MX-EX Child Mini 

 



 

Voes MX-EX  (revision 2024-09-07)  3 
 

 
 
 
 
 
 
 
 
 
 
MX-EX Big LCD 

 
 
 
 
 
 
 
EXP Connector 

 
 
 
 
 
 
Power Connector 
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MIDI Connector 

 
 
 
 
 
 
USB-B Connector 

 
 
 
 
 
 
 
USB-C Connector 
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Connections 

 

 

 

 

 

 

 

 

1. MX-EX Child or Child Mini (1-12 or 1-8) 
2. MX-EX Big LCD 
3. Exp Input (1-3) 
4. Power Out  

5. Power In  
6. MIDI Out 
7. MIDI In 
8. USB 

1 MX-EX Child or Child Mini (1-12 or 1-8) 

 

The MX-EX Mother 12 board can be connected with up to 12 Child or Child Mini boards. 

The MX-EX Mother 8 board can be connected with up to 8 Child or Child Mini boards. 

You don’t have to use all connectors, but CHILD-1 must be the first connector, then CHILD-2, then 

CHILD-3 and so on… 

 

You can use both Child and Child Mini boards together. 
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Example: MX-EX Mother 12 + 2x MX-EX Child 

 

 

2 MX-EX Big LCD 

 

Use this connector for the MX 2x16 Big Display. 



 

Voes MX-EX  (revision 2024-09-07)  7 
 

3 Exp. Input (1-3) 

 

The MX can handle 3 External Pedals (usually Expression pedals). 

You have to use TRS jack cables. 

1. Sleeve 

2. Ring 

3. Tip 

EXP connector with correct soldered connection plug for the MX-EX is also available. 

4 Power Out 
You can connect any device that needs 5v (e.g. USB devices) to the Power Out connector.  

1. VCC (red) 

2. Ground (blue) 
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5 Power In 
You can connect any 9-12v power adapter.  

AC or DC does not matter. Positive/negative side does not matter, the 

MX will take care of that. 

Power connector with correct soldered connection 2.1mm plug for the 

MX-EX is also available. 

 

 

FASLINK 

 

Fractal Users can retrieve power from the FASlinkTM connector. 

Connect a XLR cable to the FASlinkTM and connect Pin 1 & Pin 2 from the XLR connector to Pin 1 & 2 

or Pin 2 & 1 MX Power In connector. 

6 MIDI OUT 

 

Midi connector with correct soldered connection plug for the MX-EX is also available. 
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7 MIDI IN 

 

Midi connector with correct soldered connection plug for the MX-EX is also available. 

8 USB 

 

1. VCC (red) 

2. Data – (white) 

3. Data + (green) 

4. Ground (black)  

USB-B connector with correct soldered connection plug for the MX-EX is also available. 

USB-C connector with correct soldered connection plug for the MX-EX is also available. 
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Dimensions 

MX-EX Mother 12 & Mother 8 

 

 

MX-EX Child & Child Mini                           
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Button & LED 

 

 

MX 2x16 Big Display 
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MX-Editor 

Use the MX-Editor to program the MX-EX. Choose the MX model that’s close to your setup.  

If you doubt, start with the MX-12 3x4 model. 

 


